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Introduction 

This quick guide is a supplement to the user 
manual included in the VDSmart Connect 
package.  This document informs the 
installer of the correct steps for installing 
and commissioning the equipment. 

  

 

                    ATTENTION  
 
Improper wiring and operation can result in 
serious personal injury or death. 
 
Follow the recommended practices in this 
document as well as the user manual.  
 
Please review all documents related to 
VDSmart Connect before proceeding with 
any installation and wiring. 
 
 
 
 
 
 
 
 
Download the complete equipment manual: 

 

Step 1 – Product Verification  
Verify that you have ordered and recevied the 
correct VDSmart by checking the nameplate 
information. Use the example nameplate shown 
below to help.  

230V

 

24V DC 

 
                                           

 
Step 2 – Installation 
 
Supply: 

230 V 

 
 

230 V Single phase: 
Connect a phase 
(V1, V2, V3) with the Neutral  (N). 
(230 V line to neutral ) 
 

 

24Vdc : 
Includes polarity protection to 
avoid electrical breakdowns in 
case of wrong connection. 

 

Communication with the drive: 

Communication terminals 

 
VDSmart uses the Modbus RTU protocol to 
communicate with the drives. Connect the 
terminals: 

 VDSMART 
terminals 

H100,G100,S100,Is7 
terminals 

VD, VDc 
terminals 

1 (B-) S- 485- 
2(A+) S+ 485+ 

 

Note: Recommended to use STP cable. 

 

Step 3 – First connection with a 
drive 
Use a Wi-Fi-enabled device such as a smart 
phone to connect to the SSID Wi-Fi signal 
broadcasted by the VDSmart. 
• Name (SSID): vds-XXXXXX (X are the last 6 

digits of the MAC) see label 
• Password: 12345678 

 
Make sure that device has a web browser 
installed (i.e. Chrome, Edge, Firefox). 
 
Open the web browser and search for the 
address “http://vds-XXXXXX.local” (where X is 
the last 6 digits of the MAC) o 
“http://192.168.137.1” (in the case you have an 
old browser). 

Power: 

85…264 Vac / 120 … 300 Vdc 

6,8…8,5 VA / 4,9 … 5W 

CAT III 300V 

Frequency: 

47 … 63 Hz 

GSM/GPRS Quad-Band 

WIFI 2,4 GHz 

Power: 

9…36 Vdc/4,9 … 5W 

 

GSM/GPRS Quad-Band 

WIFI 2,4 GHz 

Important! 
Verify that the rated input power voltage 

matches the voltage source that will be applied 

to the product. 

 

http://vds-xxxxxx.local/
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The VDSmart Connect login page will appear, 
where you can enter with the following user 
information: 
• User name: admin  
• Password (PASSWORD): see label 

 
 
When the proper credentials are entered, the 
main page will appear:

 
 

Click on the ‘System Info’ menu button. Check 
firmware version and download updates from 
the web www.vectorenergy.com 

Check date and time, update if necessary.  

Click on the “Devices” text and add a drive by 
pressing the ⨁ button. Choose a name in the 
‘Alias’ field and press the ‘Install’ button 

 

Protecciones 
If a maximum priority STOP from the distribution 
panel, that ignores the remote control of the 
VDSmart, is needed, make the following 
configurations on the vfd: 
LS: 
Configuration of auxiliary command 

Description Parameter Value 

Auxiliary command BAS-04 (1) Fx/Rx-1 

 
Configuration of digital input (if needed you can 
use another digital input) 

Descripción Parámetro Valor 

Digital input P2 IN-66 H100: (17) 
G100, S100, IS7: (15)  

Multi-function input 
terminal selection 

IN-87 000 0010 
[0=NO, 1=NC] 

 
Where P1 is the local command and PNP mode. 

 
 
 
 

VD: 
Configuration of digital input. If needed, you can 
use another digital input 

Descripción Parámetro Valor 

Digital input S2 P05.02 (37)  Fx/Rx-1 
Multi-function input 
terminal selection 

P05.10 0x002  

 
Where S1 is the local command and PNP mode 
 

A1, LOCAL run command (Works only if VDSmart 
remote control is OFF). 

A2, Stop. For example, with an emergency 
button 
 
 
 

 

LIMITATION OF LIABILITY  

 

Vector Energy reserves the right to make 

modifications, without prior notice, to the device or 

the equipment specifications set forth in this 

instruction manual. 

 

Vector Energy makes the latest versions of the 

device specifications and the most up-to-date 

manuals available to customers on its website. 

 

 

 

mailto:info@vectorenergy.com
http://www.vectorenergy.com/

